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The FlapLock range of letterbox security locks developed in association with the Cleveland Arson Task Force Team has
been created to eliminate the risk of arson being started through the letterbox in a door, internal lock tampering and the
depositing of nuisance junk mail. The FlapLock is fitted to the internal side of the door and features a set of two catches
that can be adjusted to engage the lock mechanism and ensure items cannot be posted through the door. A heavy duty

variation for long term usage is also available (FlapLock FLO5).

A best-selling letterbox security lock ideal for
. easily securing a property from arson, burglary

and unwanted mail deposits

ki e Dimensions (mm): 405W x 93H x 20D
e Aperture Dimensions (mm): 300W x 60H
: - e Max Letterbox Dimensions (mm): 350W x 80H

e Manufactured from 1mm zintec steel
e |deal for usage in domestic properties
e Fitted in seconds

e Optional locked / unlocked facility

e Supplied with full fitting instructions

e Finished with polyester powder coated paint in
Traffic White (RAL 9016) colour

e Heavy duty version (FlapLock FL0O5) available

e Can be combined with a wall mounted mailbox to

enable mail to still be collected

INSTALLATION OPTIONS (installation options cannot be applied to all models)

Freestanding Freestanding Recessed or With Door Bespoke
Through The Wall
(Support Legs) (Support Table) Wall Mounted Entry System Arrangement
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The Safety Letterbox Company T: +44 (0) 1639 633525
Unit 1B F: +44 (0) 1639 646359
Milland Industrial Estate \

: INVESTORS
Milland Road IN PEOPLE E: sales@safetyletterbox.com

Neath = www.safetyletterbox.com
SA11 1NJ, UK




