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The Mailforce 1 Telescopic mail chute designed for installation into external walls for front entry (external) and

rear retrieval (internal) and can fit variable wall thicknesses. The body of the Mailforce 1 Telescopic mail chute is
manufactured from zintec steel and the front panel is made from aluminium extrusion. The Mailforce 1 can be polyester
powder coated to any of the colours from the standard RAL colour range. The product is suitable for both domestic and

commercial usage and is suitable for installation in either a wall or panel to suit.

Designed for installation into external walls and
comes in an adjustable width to fit variable wall

thicknesses

e Dimensions (mm): 260W x 112.5H x 270 - 400D
e Aperture Dimensions (mm): 230W x 18H
e Body manufactured from zintec steel and front

face manufactured from aluminium extrusion

e Suitable for domestic and commercial usage

e For through the wall application

e (Can be finished with vinyl writing, engraving and
name cases to suit

e Can be finished in any polyester powder coated
paint from the standard RAL colour range

e Manufactured into single or multiple mailboxes

e (Can be wall mounted, wall recessed or

freestanding to suit specific project requirements

INSTALLATION OPTIONS (installation options cannot be applied to all models)

Freestanding Freestanding Recessed or With Door Bespoke
Through The Wall
(Support Legs) (Support Table) Wall Mounted Entry System Arrangement
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